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SPICER® DIFF COVER PERFORMANCE GASKETS

Easy to Install. Built to Last.
Spicer differential cover gaskets are built to withstand the rigors of performance applications. They 
instantly seal into place, even over minor surface irregularities. And Spicer performance diff cover 
gaskets are manufactured to meet Dana’s quality standards, making Spicer the most trusted name 
in drivetrain products. Talk to your Spicer parts representative today, and keep your differential 
performing to the standards you have come to rely on.
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Did you know that Dana offers a wide range of parts, branded with the legendary Spicer name and designed to 

make repairs quick and easy? The Spicer performance differential cover gasket is a great example. Built to the 

exact specifications of our performance diff covers, these gaskets ensure that you are getting a perfect fit and 

keeping your differential sealed effectively.

Spicer performance differential cover gaskets offer all-makes coverage for street, strip, drag, and off-road 

applications. Get the most out of your vehicle with gaskets that are:

Quick Solutions. Spicer Quality.
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* Reusability is based on material conditions.

Talk to your Dana Aftermarket Performance representative today—or visit 
www.danaunleashed.com for more information.

Spicer Part Number Short Description

RD52005 Ford 8.8"
Ford 9"

Ford 9.75"
Ford 10.25"
Dana 30™

Dana 44™

Dana 60™

Dana 70™

Dana 80™

GM 8.87" 12 Bolt Car

GM 14 Bolt 10.5"
Chrysler 9.25"

RD52004
RD52003

RD52002

 RD52001

 RD52000

 RD51999
 RD51998 

 RD51997 
 RD51996

 RD51995
 RD52006 

 
 

Get more money-saving repair options, all built to deliver the original equipment 

quality that has made Spicer the most trusted name in automotive applications. 

Manufactured with proprietary
high-density performance material 
• Provides no re-torque design with maximum  
 compression and sealing 
• Maintains the initial load without the need
 for elastomer beads, which can rupture and   
 require re-torque

Built to withstand extreme temperatures 
• Engineered specifically for performance   
 settings   

Designed to seal minor surface 
irregularities 

Reusable*
• Coated with Teflon® 

• Offers cleaner release during replacement

Built with a mechanically and chemically 
bonded woven steel core
• Delivers stiffness for easy in-field
 repairs and radial strength

Made to adhere without messy
RTV sealant
• Saves on install time by
 eliminating the time needed 
 for RTV to cure


