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Not all chromoly shafts are alike. At Dana, we’ve engineered the SAE-4340 nickel chromoly axle shaft to exceed OE standards and 
meet the exacting demands of off-road. Hit the trail with the confidence that comes from knowing you are backed by the global leaders 
in driveline products. Engineered to deliver added strength and durability, these genuine Spicer axle shafts are one more example of the 
innovations that we bring to performance applications.  

See the features and benefits of our high-performance axle shafts, including:

Engineered for optimum strength off-road. These genuine Spicer high-performance 

axle shafts are optimized for use with larger tires, and they are manufactured using only 

SAE-4340 nickel chromoly steel. Get optimal strength and durability, plus the Dana- 

backed innovation that is built into every Spicer axle shaft. Learn more about the 

benefits of SAE-4340 nickel chromoly steel axle shafts, and talk to your Spicer parts 

representative today.

Chromoly Axle Shaft Applications

SPICER® NICKEL CHROMOLY STEEL AXLE SHAFTS
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 Spicer # Axle Model Make Application Summary Location Position Spline Length Original Spicer # U-Joint Part #

 10014980 DANA 30™ Jeep 2007-14 Jeep Wrangler JK (1310 Series) Inner Right 27 18.79" 2005600-2  5-760X

 10014981 DANA 30™ Jeep 2007-14 Jeep Wrangler JK (1310 Series) Inner Left 27 34.54" 2005600-1 5-760X

 10015196 DANA 30™ Jeep 2007-14 Jeep Wrangler JK (1350 Series) Inner Left 27 18.8" 2014617-1 5-7166X

 10015344 DANA 30™ Jeep 2007-14 Jeep Wrangler JK (1350 Series) Inner Right 27 34.5" 2014617-2 5-7166X

 10007775 DANA 30™ Jeep 1982-87 CJ7/CJ8 Inner Left 27 28.69"  27941-10X 5-260X

 10007766 DANA 30™ Jeep 1971-76 CJ5/CJ6/CJ7 Inner Left 27 27.01" 2-82-1381-6 5-260X

 10007770 DANA 30™ Jeep 1971-83 CJ5/CJ6/CJ7 Inner Right 27 14.13" 27941-3X 5-260X

 10007777 DANA 30™ Jeep 1982-87 CJ7/CJ8 Inner Right 27 15.79" 27941-9X 5-260X

 10007743 DANA 30™ Jeep 1984-02 Wrangler/Cherokee Inner Left 27 16.61" 73898-1X 5-760X

 10007744 DANA 30™ Jeep 1984-02 Wrangler/Cherokee  Inner Right 27 32.36" 73898-2X 5-760X

 10007742 DANA 30™ Jeep 1995+ Wrangler (For applications  Outer Right/Left 27 8.31" N/A 5-260X
    converting to manual locking hubs only)

 10007747 DANA 30™ Jeep 1987-91 Cherokee Outer Right/Left 27 6.10" 40611 5-260X

 10007804 DANA 30/44™ Jeep 1972-86 CJ 1973-80 Scout Outer Right/Left 27 8.72" N/A 5-760

 10014979 DANA 30/44™ Jeep 2007-14 Jeep Wrangler JK (1310 Series) Outer Right/Left 32 6.33" 2004509 5-760X

 10015183 DANA 30/44™ Jeep 2007-14 Jeep Wrangler JK (1350 Series) Outer Right/Left 32 6.33" 2014171 5-7166X

 10007781 DANA 44™ Ford 1971-77 Bronco Inner Right 27 28.06" 27657-1X 5-260X

 10007779 DANA 44™ Ford 1971-77 Bronco Inner Left 27 18.44" 27657-2X 5-260X

 10007813 DANA 44™ GM 1969-78 Pickup Inner Left 30 36.13" 28902-2X 5-760X

 10007801 DANA 44™ Ford 1971-77 Bronco Inner Right 30 27.94" 27553-11X 5-260X

 10007810 DANA 44™ Jeep 1980-92 Wagoneer Inner Right 30 15.83" 27902-52X 5-760X

 10007811 DANA 44™ Jeep 1980-92 Wagoneer Inner Left 30 32.13" 27902-16X 5-760X

 10008249 DANA 44™ Ford 1976-78 F-150, F-250 Inner Left 30 18.63" 27902-31X 5-760X

 10008248 DANA 44™ Ford 1976-78 F-150, F-250 Inner Right 30 34.75" 27902-35X 5-760X

 10007800 DANA 44™ Chrysler 1985-89 D600 Export 1972-74 Inner Left 30 18.39" 27902-11X 5-760X 
    Ramcharger & Trailduster

 10007805 DANA 44™ Ford 1973-79 Ford F-100 & F-150, 1978 Bronco II Inner Left 30 18.92" 27902-4X 5-760X

 10007806 DANA 44™ Ford 1973-79 F-100 & F-150 1978 Bronco II Inner Right 30 33.94" 27902-3X 5-760X

 10007768 DANA 44™ Chrysler 1971-80 Scout II 1974-79 Wagoneer Inner Left 30 32.95" 27902-14X 5-760X

 10007799 DANA 44™ Chrysler  1971-80 Scout II 1974-79 Wagoneer Inner Right 30 14.76" 28902-13X 5-760X

 10007745 DANA 44™ Jeep 2003-06 Wrangler Rubicon  Inner Left 30 16.93" 84394-2 5-760X

 10007746 DANA 44™ Jeep 2003-06 Wrangler Rubicon  Inner Right 30 31.84" 84394-1 5-760X

 10015185 DANA 44™ Jeep 2007-14 Jeep Wrangler JK (1350 Series) Inner Left 30 19.78" 2014170-1 5-7166X

 10015186 DANA 44™ Jeep 2007-14 Jeep Wrangler JK (1350 Series) Inner Right 30 33.57" 2014170-2 5-7166X

 10014982 DANA 44™ Jeep 2007-14 Jeep Wrangler JK  Inner Left 30 19.11" N/A 5-7166X
    (1350 Series) W/ Aftermarket Locker 

 10014983 DANA 44™ Jeep 2007-14 Jeep Wrangler JK Inner Right 30 34.19" N/A 5-7166X
    (1350 Series) W/ Aftermarket Locker 

 10007802 DANA 44™ GM 1969-78 Pickup Outer Right/Left 19 9.94" N/A 5-760X

 10007803 DANA 44™ Jeep/Ford 1974-76 Wagoneer 1971-79 Bronco Outer Right/Left 19 9.72" N/A 5-760
    1968-79 F-150 1968-78 F-250

 10008247 DANA 44™ Ford 1976-77 3/4 ton Ford Outer Right/Left 19 10.68" 37951 5-760X

 10007764 DANA 44™ Jeep / IHC 1972-86 CJ 1973-80 Scout Outer Right/Left 30 8.72" N/A 5-760X

 10008250 DANA 44™ Jeep 1987-06 Jeep Wrangler (TJ & YJ) Rubicon Style Outer Right/Left 30 6.16" N/A 5-760X

 10007808 DANA 44™/GM 8.5" GM 1979-91 K10 & K20 1/2 Ton Inner Right 28 19.15" 29903-1X 5-760X

 10007809 DANA 44™/GM 8.5" GM 1979-91 K10 & K20 1/2 Ton Inner Left 28 35.46" N/A 5-760X

 10007823 DANA 44™/GM 8.5" GM 1979-91 K10 & K20 1/2 Ton Inner Right 30 19.15" N/A 5-760X

 10008246 DANA 44™/GM 8.5" GM 1988-91 K10 & K20 1/2 Ton Inner Left 30 35.46" 28902-6X 5-760X

 10007748 DANA 60™ Ford 1992-98 F-350 Inner Right/Left 35 36.97" 76660-2X SPL55-4X

 10007749 DANA 60™ Ford 1992-98 F-350 Inner Right/Left 35 16.17" 76660-1X SPL55-4X

 10007819 DANA 60™ Ford 1985-88 F-350 Inner Right 35 36.68" 660182-36 5-806X

 10007816 DANA 60™ Ford 1984-88 Ram 150/250/350 1989-93 Ram Pick-Up Inner Right/Left 35 15.96" 660182-1 5-806X

 10007820 DANA 60™ Ford 1978-79 Snowfighter, F-350  Inner Right 35 34.56" 660182-10 5-806X

 10007817 DANA 60™ Ford 1978-79 Snowfighter, F-350  Inner Left 35 18.70" 660182-11 5-806X

 10007762 DANA 60™ Ford 1978-88 F-350 Outer Right/Left 30 11.38" N/A 5-806X

 10007822 DANA 60™ Ford 1978-88 F-350 Outer Right/Left 30 11.38" N/A 5-806X

 10007814 DANA 60™ Ford 1978-79 Snowfighter, F-350  Outer Right/Left 35 11.38" 53386 5-806X

Find out more about Spicer axle shafts, as well as a range of products engineered 
for performance applications. Visit www.DanaUnleashed.com or talk to your Spicer 

parts representative today. 

SAE-4340 nickel chromoly steel construction
• For ideal hardness throughout the part

 - Nickel provides additional toughness 

 - Chromium ensures high-temperature strength and resistance  
    to abrasion

 - Molybdenum helps maintain a specified hardenability 

Optimized for high-performance strength 
and durability
• Designed to withstand off-road punishment

Heat treatment processes
• Delivering the same surface hardness and case hardness, while  
 achieving a higher core hardness for greater strength

• Ensuring optimal hardness inside and out
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